SEE TABLE FOR TABLE ROAD WIDTHS

UTILITY
EASMENT j=—
VARIES

f UTILITY CORRIDOR

SEE NOTE 7, 8.

| 10.0° TYP.

10.0° TYP. |

WATER METER
CHAMBER

DUCTILE IRON WATER MAIN

WATER METER
CHAMBER

ROW

—t

UTILITY CORRIDOR

STORM DRAIN
SANITARY SEWER MAIN
(SEE NOTES FOR MANHOLE)
TYPICAL UTILITY PLACEMENT
N.T.S.
ROAD WIDTH TABLE
LOCAL COLLECTOR ARTERIAL
CURB TO CURB 34 38 44-56
fav.y UTILITY LID NOT TO BE PLACED
IN THE VEHICLE WHEEL PATH
ANNNV 7272 4
SO e
2.0’ 1 «
TYP. - .
LT Y
12" PIpg
5% e 5

WSDOT CATCH BASIN
TYPE 1 OR 1L

X

STORM MANHOLE
SEE NOTE 2

STORM SEWER CONFIGURATION

N.T.S.

SEE NOTE 7, 8.

WSDOT CATCH BASIN
TYPE 1 OR 1L

uTiuTy
EASMENT

| VARIES

Y

NOTES:

1.

SANITARY SEWER MANHOLES SHALL BE WSDOT MANHOLE TYPE 1
AND BE CHANNELIZED.

STORM SEWER MANHOLES SHALL BE WSDOT MANHOLE TYPE 3 AND
BE CHANNELIZED.

THROUGH CURB INLET SHALL BE USED WITH ALL CATCH BASINS
UNLESS OTHERWISE APPROVED.

ALL WATER & SEWER SEPARATION MUST BE DONE IN ACCORDANCE
WITH DOE CRITERIA FOR SEWER WORKS DESIGN.

ALL CATCH BASINS SHALL HAVE A MINIMUM OF A 21" SUMP.

CATCH BASIN OUTLET PIPE TYPICAL 12" DIAMETER.
STORM SEWER LATERALS IN ACCORDANCE WITH D-—200.

STREET LIGHT CONDUITS SHALL BE PLACED ACCORDING TO STREET
LIGHTING DETAILS. ALL OTHER UNDERGROUND UTILITIES SHALL BE
PLACED BEHIND THE SIDEWALK SO AS NOT TO OBSTRUCT THE
PLACEMENT OF FUTURE WATER CHAMBER.

THE UTILITY CORRIDOR SHOULD BE PLACED IN THE PLANTER STRIP
RESERVING PLACEMENT FOR STREET TREES.
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